
Host OS: Windows 2000
192.168.30.66
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VMWare 4.0 running:
   - Windows 2000 SP0
(192.168.30.251)
   - Windows XP SP0
(192.168.30.252)
    - RedHat Linux 8.0
(192.168.30.19)
      -- Sendmail SMTP Server
      -- IMAP Server

Host OS: Windows 2000
192.168.30.67

VMWare 4.0 running:
   - Redhat 8.0 (192.168.40.2)
     -- honeyd and arpd running
     -- virtual hosts:
       --- 192.168.40.1
       --- 192.16840.3-16
   -  Windows NT Server Service Pack 6a

       (192.168.30.253)
   - Windows 98 (192.168.30.249)

Host OS: Windows 2000
192.168.30.65

VMWare 4.0 running:
  - Win2k Server .250
    -- 192.168.30.250
    -- DNS, DHCP
  - Suse Linux 8.2
    -- 192.168.30.244
  - FreeBSD 5.0
    -- 192.168.30.242

Internet

Gateway Router
192.168.30.1

Router
(can be dual
homed PC)

192.168.30.1

192.168.30.50

192.168.40.1

ISFTSSTUDENT1 through 11
DHCP range 192.168.30.100-200

Instructor System1 Instructor System2 Instructor System3

10/100 Switch 100MB Hub 100MB Hub

ISFTSSTUDENT12 through 23
DHCP range 192.168.30.100-200

Note:  To implement the virtual machines in this configuration, the host system should have 1 Gb of memory.  If the instructor systems have less memory, more systems may be required.




